


!Warning!
Bass Face products can produce sound pressure levels that can 
permanently damage your hearing. Please exercise extreme caution 
when setting volume levels. Also be mindful of other listeners, they might 
not enjoy listening at the same levels as you. We will not be held in any 
way responsible for injuries caused by the misuse of our products. 

Please take care when attempting any alterations or installations with the Please take care when attempting any alterations or installations with the 
electrical system of the car. ALWAYS disconnect the positive terminal at 
the battery. 

BassBass Face operates a policy of continuous improvement and reserves the right to update 
and alter the content and design of both product and instructions as it sees fit. Although 
the information contained in the instruction manuals is given in good faith based on 
extensive testing and experience the final responsibility for the installation and operation 
of your system must rest with the installer and the operator. If you are installing your 
equipment yourself please be realistic about your abilities and seek professional advice 
if you are unsure about any aspect of the task that you are undertaking.

IfIf you face a particular problem with your installation or product we will be happy to 
answer your questions. Please email info@bassfaceaudio.co.uk - please note that our 
response time is 2 to 3 days, and that we are closed over the weekend. For more urgent 
help please contact your country distributor. In the UK this is Thompsons Ltd 
(www.thompsonsltd.co.uk)

Please note that Bass Face is unable to process warranty support directly. For warranty 
support you MUST contact your distributor.

Introduction:Introduction:

Firstly, thank you for your purchase. Every element of this product has been optimised to 
give you the best possible performance for your money. We think that Bass Face 
represents the highest quality to price ratio available on the market today.
 
Please take the time to read these instructions carefully. You will need to follow them to 
have a successful install and get the most from the product.

DoDo remember that incorrect installation or abuse is NOT covered under warranty – it is 
YOUR responsibility to make sure that your installation and partnered product is suitable 
and compatible.



The SPL5M.1 is a specialist product, in that it is supplied as a raw driver unit without 
crossover network. The intention is that the unit will be installed in conjunction with an 
existing crossover unit or active crossover and a pair of tweeters which you supply. These 
speakers are designed to offer the finest in sonic imaging and staging, as well as 
delivering excellent levels of output. A careful installation will pay dividends in terms of 
performance.

BeforeBefore installation, please take the time to review your chosen fitment location and to 
check on mounting clearance both behind and in front of the midbass speaker. If you do 
not have the clearance behind to allow operation of the vehicle windows or other 
functions you may need to obtain spacer rings to move the unit forwards. You need to 
ensure that the cone and surround will not touch anything during playback. Remember 
that the cone will move a good few mm forwards during operation. Should you need to 
make your own spacer rings, we suggest MDF or similar, since the additional solidity and 
lowerlower resonance goes a long way towards eliminating vibrations when compared to a 
standard plastic ring.

When you mount the speaker with screws it is really important to make sure that you do 
not damage the rubber surround with tools or any retaining washers. If you need to drill 
new holes for mounting the speaker into the steel of the panel then make a small pilot hole 
first to ensure accuracy, after first marking the points with a felt tip pen.

Crucially, you also need to ensure that there is no gap between the speaker framework 
and the door panel – as leaks like this will ruin the bass response. Additionally it is vital 
that the chassis of the speaker is tightly mounted and perfectly flat. If you do not have a 
flat surface then you can use a combination of washers and long screws to install without 
putting the chassis of the speaker under tension. You must then ensure that any leaks are 
totally plugged with silicone sealant.

WeWe strongly advise that you consider sound proofing the car at least around the midbass 
speakers themselves to ensure that the sound produced does not get lost in the vibrations 
created in the panel. This will allow your speaker to be more rigid, giving you the best 
sound quality possible. It will also improve the output of the driver considerably, with no 
downsides!

WhenWhen installing sound proofing it normally helps to warm the material before use. Try to 
double up the layers close to the speaker itself. You are trying to increase the weight of 
the panel and give the speaker something solid to kick against. 

When you install the amplification for the SPL5M.1 please ensure that you maintain the 
same phasing setup throughout your installation. So it’s either “stripe to positive” or 
“stripe to negative” right the way through.

WhenWhen it comes to setting up your system for sound, please remember that the single most 
common cause of speaker failure is distortion. And the single most common cause of 
distortion is an amplifier set at too high a level.

TheThe most annoying aspect of car audio is that the car radio manufacturers insist on 
producing head units that actually distort at about three quarters the way up their volume 
scale. If you add a little bass to the settings this critical point can be as low as half the way 
up the volume level! The result of this is that the hapless owner of the system blames the 



speaker for the distortion. The comment is usually “the speakers are not powerful enough 
to take the sound.” In reality, you need to ensure that you play the system within the 
scope of the capability of the amp you are using. If this is a simple head unit then consider 
adding a subwoofer if you need more bass – or add an amplifier to the speaker outputs if 
you need to drive your new speakers harder. Whatever you do, don’t sit there distorting 
your sound and then expect us to dish out replacement speakers under warranty.

WithWith your BassFace speakers you are going to experience a much finer tonal balance and 
a superb stereo experience. What you are not going to do is to make your amplifier or 
head unit more powerful than it already its, or to re-write the rules of physics and create 
sub bass out of a speaker that is not designed to do that.

WhenWhen you look to tune the crossover frequency we would advise that you start with 
around a 5Khz roll off to the tweeters. This is an excellent starting point. Depending on the 
location of the tweeters and the type of the tweeters you may be able to run a lower 
crossover point, which will enable more of the sound to come out of the tweeters and 
often this creates a better sound image, as well as tightening up the midbass.

IfIf you have the facility available on your head unit or amplifier it will be beneficial in most 
cases to also set a high pass crossover point, to limit the amount of bass that is being fed 
in to your speakers. We would recommend the use of an 80 or 100Hz crossover in most 
situations with the SPL5M.1.

ForFor advanced installers it is possible to use these woofers to function as compact 
enclosure subwoofers. To get the best performance in these circumstances you would 
look to run them in a sealed enclosure of approximately 0.4 cubic feet for the pair. 
Alternatively, you can run them infinite baffle without a box using a solid thick board to 
mount them. If you are using the speakers as woofers please set the crossover 
frequencies to give a subsonic filter at approx 40Hz. You can set the low pass crossover 
wherever you like – we recommend starting at 200Hz for this application to maximise the 
benefit of using these speakers as woofers.benefit of using these speakers as woofers.
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