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Controls & Connections

TEAM 5000/X1D

Controls
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- M|NLOAD 10 - MAX INPUT VOLTAGE 18V c € EE
- MIN POWER SUPPLY 375A* - MAX EARTH IMPEDANCE 0.020Q

Connections
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BOTH SETS OF POWER INPUTS MUST BE CONNECTED

(@) CAUTION EXTREME CURRENT DRAW @O

KEEP ENGINE RUNNING WHEN IN USE @)

subwoofer and box.

control.

adjustment.

(D Low level inputs. These are the inputs from your source unit.

(2 Subsonic filter. Used to filter out the frequency range below the capabilities of your

(3 Low pass filter frequency. This is to adjust the frequency range that is filtered.

(® Gain control. Used for level matching the amplifier to your source unit. This is not a volume

(5 ED boost. This is to adjust the bass level relative to the rest of the frequency range.
WARNING if used you will need to reset the gain downwards to accommaodate the

(6) Bass boost frequency. This is to adjust the frequency range that is boosted.
(7 Remote. This is the connection for the external level controller.

Clip indicator. This light is to show when the amplifier is clipping. If you see it light up then
you will need to turn the gain down.

(9 Speaker connection. This is the output to the speaker load.

RCA output. This is used to pass the audio signal to additional amplifiers.

1) Power supply section. Connect +12V to batteries, GND to earth and use a switched 12v
supply to REM to switch the amplifier on and off. Never operate the amplifier unless
BOTH sets of power inputs are fully connected.

*Please read the Car Audio Amplifier Product Manual provided with this product before installation.




