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IWarning!

Bass Face products can produce sound pressure levels that can
permanently damage your hearing. Please exercise extreme caution
when setting volume levels. Also be mindful of other listeners, they might
not enjoy listening at the same levels as you. We will not be held in any
way responsible for injuries caused by the misuse of our products.

Please take care when attempting any alterations or installations with the
electrical system of the car. ALWAYS disconnect the positive terminal at
the battery.

Bass Face operates a policy of continuous improvement and reserves the right to update
and alter the content and design of both product and instructions as it sees fit. Although
the information contained in the instruction manuals is given in good faith based on
extensive testing and experience the final responsibility for the installation and operation
of your system must rest with the installer and the operator. If you are installing your
equipment yourself please be realistic about your abilities and seek professional advice
if you are unsure about any aspect of the task that you are undertaking.

If you face a particular problem with your installation or product we will be happy to
answer your questions. Please email info@bassfaceaudio.co.uk - please note that our
response time is 2 to 3 days, and that we are closed over the weekend. For more urgent
help please contact your country distributor. In the UK this is Thompsons Ltd
(www.thompsonsltd.co.uk)

Please note that Bass Face is unable to process warranty support directly. For warranty
support you MUST contact your distributor.

Introduction:

Firstly, thank you for your purchase. Every element of this product has been optimised to
give you the best possible performance for your money. We think that Bass Face
represents the highest quality to price ratio available on the market today.

Please take the time to read these instructions carefully. You will need to follow them to
have a successful install and get the most from the product.

Do remember that incorrect installation or abuse is NOT covered under warranty — it is
YOUR responsibility to make sure that your installation and partnered product is suitable
and compatible.
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The Bass Face SPLWAKE®6.1 Speakers are a performance optimized enclosed 6.5” marine speaker
system. They are capable of handling high power output and will project audio over a large
distance.

Installation: The speakers have an integrated mounting bracket for use on bars. You can mount
them horizontally or vertically. The most secure position is under a horizontal bar. To install
simply undo the 4 bolts on the mount completely, hold the speaker in place and hook up the
security wire. It is best to have someone there to help you install the speakers, this will make the
job a lot easier. Putin all 4 bolts and tighten with fingers. Then go and tighten each bolt working
diagonally doing each one a little at a time until a secure tightness is reached. This way you will
avoid cracking the mounting bracket. Then fit the speaker cables taking care to match the Red
and Black on both speakers. If they are out of phase the output will be very limited. We
recommend covering the terminals with a smear of grease once cables are fitted to reduce
corrosion.

Care: When not in use on the water, the speakers need to be removed and put in dry storage.
While they are marine ready, they need to be looked after and cleaned down, like a boat!

The most annoying aspect of car audio is that the car radio manufacturers insist on producing
head units that actually distort at about three quarters the way up their volume scale. If you add
a little bass to the settings this critical point can be as low as half the way up the volume level!
The result of this is that the hapless owner of the system blames the speaker for the distortion.
The comment is usually “the speakers are not powerful enough to take the sound.” In reality, you
need to ensure that you play the system within the scope of the capability of the amp you are
using. If this is a simple head unit then consider adding a subwoofer if you need more bass - or
add an amplifier to the speaker outputs if you need to drive your new speakers harder.

With your Bass Face speakers you are going to experience a nice tonal balance and a superb
stereo experience. What you are not going to do is to make your amplifier or head unit more
powerful than it already its, or to re-write the rules of physics and create sub bass out of a
speaker that is not designed to do that.

You have done it! Enjoy your system!




